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MESSKO® MLOG – Transport monitoring  
for highest standards

When transporting valuable goods, it is particularly 
important that they arrive undamaged at their desti-
nation. MESSKO® MLOG ensures reliable transport and 
condition monitoring of goods, merchandise and values 
of any kind. 

The device stores and visualizes numerous parameters 
and events, making them transparent for the transporter 
and customer. Non-critical shocks can be filtered out. 
Thanks to the GPS function, the route of the transport- 
ed goods can be tracked in order to analyze events 
specific to a particular location.

The MESSKO® MLOG is powered by standard batteries, 
which ensure a very long operating time. This means 
there are no transport restrictions – unlike with lithium 
batteries.

Your advantages at a glance
	– Prevention of damage through continuous  

monitoring of transports
	– Tamper-proof thanks to seamless documentation  

of acceleration, shock events, temperature, and 
humidity

	– Individually adjustable alarm limits and recording 
intervals

	– Robust thanks to UV, seawater, oil, and temperature 
resistance as well as splash water and dust  
protection according to IP 65

	– Self-explanatory, clear software for parameterization
	– Very long battery life and large storage capacity  

for long transports

Characteristics MESSKO® MLOG 
IM50 

MESSKO® MLOG 
IM100 

Display – +
Acceleration /
Shock (X, Y, Z axis) + +
Ambient temperature + +
Ambient humidity + +
Display – +
GPS / Position
(optional) + +
6 Universal inputs – +
2 Digital inputs 
(optional) – +

	+ Optional three-level  
	 password protection

	+ Tamper-proof data format

	+ No hazardous goods  
	 labeling required due to  
	 the use of conventional, 		
	 non-lithium batteries 

	+ Power supply up to  
	 one year 

	+ Reliable operation –  
	 self-test function



  More informationen

	+ Self-explanatory user interface  
	 and PC software

	+ Mounting position freely selectable

	+ Ergonomic buttons

	+ LEDs for status monitoring

	+ Clearly legible display (optional)

	+ Durable and robust

	+ UV-resistant

	+ Seawater-resistant

	+ Oil-resistant

	+ Temperature-resistant

	+ Splash-proof and dust-proof

With the MLOG Analyser analysis software, you can  
easily parameterize the MESSKO® MLOG from your  
PC via a USB interface after entering a password and  
evaluate the recorded data. Password protection is  
optional and can be divided into three levels. These  
allow the owner to assign rights (data display or  
device parameterization) according to the authorization.
 

The required user authentication ensures maximum 
protection against manipulation. The loading,  
saving, or processing of data is thus protected against  
external interference. With a click of the mouse,  
a summary report (PDF format) can be created for  
a transport and sent to the customer as proof.

https://www.reinhausen.com/productdetail/sensors/messko-mlog


Technical data MESSKO® MLOG IM50/IM100 

Measured value acceleration

Sensor type, measuring range 3-axis accelerometer, -16 g … +16 g

Measured value temperature

Measuring range -40 °C … +125 °C

Measured value humidity

Measuring range 0 … 100 % rF

GPS module (optional)

Positioning	 Longitude and latitude, worldwide

Digital inputs (optional, IM100 only) Universal inputs (optional, IM100 only) 

Quantity Max. 2 inputs Max. 6 inputs

Data storage

Time Coordinated Universal Time UTC (date/time)

Event memory 125,000 events (64 bytes/event)

Shock memory 400 shock events (1.9 sec/shock), 1.6 kHz sampling rate

Interfaces

USB Mini USB, type B

Display and control elements

Display LCD display, black/white, 128 x 128 pixels, transflective (IM100 only)

Status LEDs 1x green “ACTIVE,” 1x yellow “BATTERY,” 1x red “EVENT/ALAR

Buttons IM50: 2 buttons, gold-plated stainless steel contacts / IM100: 10 buttons, gold-plated stainless steel contacts 

Software MESSKO® MLOG analyzer for parameterization and evaluation

Operating conditions

ODegree of protection IP 65

Ambient temperature –40 °C … +80 °C*

Housing

Dimensions (Width x height x depth) 297 mm x 196 mm x 59 mm

Weight 1.8 kg

Materials Base housing: Luran S, protective devices: Softell TKS,  
resistant to weather and aging; good chemical resistance

Please note:
The data in our publications may differ from the data of the devices delivered.         
We reserve the right to make changes without notice. 
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THE POWER BEHIND POWER.

*) The specified maximum temperature of +80 °C does not apply to the alkaline batteries supplied.
    The included alkaline batteries can only be used at temperatures up to +45 °C.
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